STATE OF ARKANSAS
DEPARTMENT OF POLLUTION CONTROL & ECOLOGY
HAZARDOUS WASTE DIVISION
8001 NATIONAL DRIVE, P.O. BOX 8913

LITTLE ROCK, ARKANSAS 72219-8913
PHONE: (501)682-0744 FAX: 682-0880

January 30, 1998 - RECEIVED
FEB 0 9 ReCl

Jean Mescher, Project Coordinator
Director, Environmental Services
McKesson Corporation

One Post Street

San Francisco, CA 94104-5296

ENV. &ENC™ SERVICES

RE: New Cricket Spring . . S o
Arkwood Superfund Site, Omaha, Arkansas

Dear Ms. Mescher:

Based on pH of 7.38 for the nearest station to the New Cricket Spring (Station WHI67), the State Water

Quality Standards for pentachlorophenol (PCP) at the point of discharge are as follows:

1. Monthly average: 9.3 ug/l
2. Daily Maximum: 18.7 ug/l

Moreover, pH values of the treated water of the New Cricket Spring shall not be below 6.0 or above 9.0

If you have any questions, please call me at (501) 682-0852.

Sincerely,

Masoid Arjmandi
Engineer 11, Superfund Branch

cc: Mike Bates, Chief, HWD
Jean Koeninger, Superfund Branch Manager, HWD
Kin Siew, Engineer Supervisor, Superfund Branch, HWD
Mo Shafii, Engineer II, NPDES Branch, WD
Cynthia J. Kaleri, Project Manager, EPA Region 6 (6SF-LP)

New Cricket Spring PCP Water Quality Standards
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